Isolation Transformer Owner's Manual 
Model: SU023 




Please read all instructions before operating this equipment! 



Installation 



• Unpack isolation transformer 

Once the isolation transformer has been removed from its shipping carton, it should be inspected for damage that may have occurred 
while in transit. Immediately notify the carrier or place of purchase if any damage is found. 

• Set voltage selector switch 

Before connecting the isolation transformer to a wall receptacle, the voltage selector switch must be set. The small selector switch at 
the rear of the unit must show "110V" for proper operation in areas with 1 1 0 or 1 20 Vac service, or "220V" for operation in areas with 
220, 230 or 240 Vac service. 

• Select operating environment 

Position the isolation transformer on a dry, clean and even surface. The isolation transformer and the UPS must be allowed 2" (5 cm) 
minimum clearance at all sides for proper ventilation. To minimize the risk of overheating, avoid placement where the unit is exposed 
to the direct rays of the sun or near heat emitting appliances such as a radiator, heat register or stove. Also, avoid places where there 
is water or excessive humidity. Do not allow water or any foreign object to get inside the isolation transformer. 

Note: in countries outside North America, safety agency requirements prohibit stacking the isolation transformer and the UPS due 
to the possibility of tipping (this can happen only when a person leans on, or pushes the stacked equipment). In this case, the 
equipment is situated side-by-side. 



Electrical Connections 



• Input 

The isolation transformer is connected to electrical service with one of the two power cords included with the transformer. 

110 or 120 Vac input - Use the cord terminated by a female IEC 320 connector at one end and a male NEMA 5-15 at the other end. 

220, 230, or 240 Vac input - Use the cord terminated by a female IEC 320 connector at one end and a male IEC 320 at the other end. 

• Output 

To connect the isolation transformer to the UPS, use the cord that is attached to (or included with) the UPS. 

For installations in the USA or Canada, the cords must be UL listed and/or CSA certified, type SJ (or better) 3 conductor, 16 AWG 
minimum, and have attachment plugs rated for 15 Amps minimum. In most countries outside North America, where the mains 
voltage is 220, 230 or 240 Vac, the cords must be type H05VVF, lmm^, 3 conductor, with plug caps rated 10 Amps minimum. 

• Protective Earthing 

The isolation transformer must be connected to a grounded outlet. Check local codes if grounded outlet is not available. 

Ratings 

Input: 120 Vac or 230 Vac switch selectable, Size: (H X W X D) 21.8 x 17 x 43.7 cm 

50/60 Hz ' ' (8.6 x 6.7 x 17.2 in.) 

Output: 120 Vac Weight: net 14.5 kg (32.0 lb) 

ncn „, shipping 15.9 kg (35.0 lb) 

Power capacity: 1440 VA, 950 W rr a 

Temperature: 0°C to 45°C (32°F to 113°F) 
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